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DETAIL OF
OFFSET BRACKET

Offset bracket shall be galvanized
in campliance with AASHTO M 111

of the obstruction

Inside edge of the abject marker
Variable - see detail plans shall be in line with the inner edge

drill tvo Jg” diameter holes
far object marker bracket.
(Length of post may vary)

Fofes/ope

TYPICAL NON-CURBED SECTION
OFFSET INSTALLATION

Inside edge of the abject marker
Variable - see detall plans shall be 1n line with the inner edge

Paved Shoulder

TYPICAL CURBED SECTION
OFFSET INSTALLATION

Offset Bracket

%" x 1% Hex bolt and
self-locking nut (aluminum)

of the obstruction

drill two Jig” diameter holes
for object marker bracket.
{Length of post may vary)

Fores lope

%" x 2%" Hex bolt and
self-lacking nut (aluminum)

Delineator Post

Db ject Marker/ W\ Neoprene Washer

(Traffic Side)

SECTION A-A

— Delineator Post (Type 1 Steel);

—Delineator Post (Type 1 Steel);

GENERAL NOTES:

Marker shall be fabricated in conformance with current specifi—
cations for signing materials (sign panels) — face of marker shall
be covered with yellow reflectorized sheeting to which black
diagonal strips are to be applied using silk-screening ink.

Materials and methods of construction shall be in accordance
with current Standard and Supplemental Specifications.

Post required for marker shall be Type |, as specified by the Stand-
ard Specifications. The post length shall be sufficient to provide
a minimum 2'-6"" of embedment when installed at the specified
mounting height.

When object markers are required with guardrail installations, the
object markers will be included in the price bid for installation
of guardrail. When object markers are required when no guard—
rail work is done the object markers will be bid.

The price bid for “Type 3 Obiject Marker” shall be considered full
compensation for furnishing, assembling and installing as detailed
on this sheet.

List of materials for the Type 3 Obiject Marker:

Obiject Marker (OM-3L or OM-3R)
Delineator Post (Length may vary)

Offset Bracket as detailed hereon

(2) /8" x 1-V2” long aluminum bolts
(2) 3/8"” x 2-V4” long aluminum bolts
(4) 3/8"" aluminum hex selflocking nuts
(2) Neoprene washers
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Object Marker shall be installed

normal to direction of roadway traffic Inner edge of

obstruction
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